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(b) The master shall ensure compli-
ance with the following during pilot 
boarding operations: 

(1) Only approved pilot boarding 
equipment may be used. 

(2) The pilot boarding equipment 
must rest firmly against the hull of the 
vessel and be clear of overboard dis-
charges. 

(3) Two man ropes, a safety line and 
an approved lifebuoy with an approved 
water light must be at the point of ac-
cess and be immediately available for 
use during boarding operations. 

(4) Rigging of the equipment and em-
barkation/debarkation of a pilot must 
be supervised in person by a deck offi-
cer. 

(5) Both the equipment over the side 
and the point of access must be ade-
quately lit during night operations. 

(6) If a pilot hoist is used, a pilot lad-
der must be kept on deck adjacent to 
the hoist and available for immediate 
use. 

[CGD 79–032, 49 FR 25455, June 21, 1984]

Subpart 97.95—Person in Charge 
of Transfer of Liquid Cargo in Bulk

SOURCE: CGD 79–116, 60 FR 17157, Apr. 4, 
1995

§ 97.95–1 General. 
A qualified person in charge of a 

transfer of liquid cargo in bulk shall be 
designated in accordance with subpart 
C of 33 CFR part 155. 

[CGD 79–116, 60 FR 17157, Apr. 4, 1995]
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